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of sale or any express or implied warranty, including any warranty of merchant ability or fitness for a particular purpose.
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. ALL DIMENSIONS ARE IN INCHES, ALL

ARE IN DEGREES. DIMENSIONS SHOWN
BRACKETS [XXX] ARE MILLIMETERS.

TOLERANCES ARE BASED UPON DIMENSIONS
METRIC DIMENSIONS ARE FOR

IN INCHES.
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NOTES: UNLESS OTHERWISE SPECIFIED
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ACCEPTS
$.141[3.58] S.R. CABLE
CABLE ADAPTER CABLE NUT

HOUSING:

STEEL, CRES ALLOY UNS—-S30300
PER ASTM—A582.
PASSIVATE PER ASTM—A967-99

CONTACT:

BeCu
UNS—-C17300 PER ASTM—B-196/197
GOLD PLATE PER MIL—G—45204

DIELECTRIC:

VIRGIN TFE FLUOROCARBON PER
ASTM—D—-1710 AND ASTM—D-1457

BEAD RING:

ULTEM 1000 PER ASTM—D-5205

CABLE ADAPTER:

BRASS, COPPER ALLOY UNS#C36000
PER ASTM—B-16/249.
GOLD PLATE PER MIL-G—45204

STEEL, CRES ALLOY UNS-S30300

CABLE NUT:| - beR ™ ASTM—AS82.
PASSIVATE PER ASTM—A967-99
ITEM MATERIAL & FINISH
Al’,‘\‘lG'-ES CABLE ASSY. INSTR. 91559287
SPECIFICATIONS 91B52095
INTERFACE 91B56188
SPECIFICATION GROUP DRAWING NO.
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